ALTERNATE INLET
LOCATION

APPROVED SEALANT OR
SEALING DEVICE

REMOVABLE INSPECTION COVER WITH

AERATOR MOUNTING CASTING AND

CAST-IN-PLACE HANDLE

EXTENDED AERATION
CHAMBER

COVER WITH FRESH AIR VENT ASSEMBLY

SOLVENT WELD

4" DIAMETER INLET LINE

hoa

CONNECTION

CAST-IN-PLACE RECEIVING FLANGE

BIO-KINETIC® SYSTEM LOCKING LUGS

4" DIAMETER EFFLUENT LINE

PRETREATMENT CHAMBER

BIO-KINETIC® SYSTEM MOUNTING

ALTERNATE INLET LOCATION

NORWECO FRESH AIR VENT ASSEMBLY

SINGULAIR® AERATOR

(SEE NOTE 1)

AERATOR MOUNTING CASTING

UNDERGROUND POWER SUPPLY ENTRANCE

(SEE AERATOR MOUNTING AND INSTALLATION

DETAIL DRAWING)

PLAN VIEW

CASTING AND COVER

FINAL CLARIFICATION CHAMBER

OPTIONAL BLUE CRYSTAL®

CHLORINATION SYSTEM

OPTIONAL BIO-NEUTRALIZER®

DECHLORINATION SYSTEM

BIO-KINETIC® SYSTEM

RS

MOUNTING CASTING

BIO-KINETIC® SYSTEM LOCKING LUGS

SOLVENT WELD

CONNECTION

| 4" DIAMETER EFFLUENT LINE

CASTING PICK-UP
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GENERAL NOTES:
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GASKETED DISCHARGE
FLANGE ASSEMBLY

SINGULAIR® TANK OUTLET COUPLING
TO 4" DIAMETER EFFLUENT LINE

BIO-KINETIC® SYSTEM DISCHARGE DETAIL

BIO-KINETIC® SYSTEM MOUNTING
CASTING AND COVER

GROUT OR
SYNTHETIC SEAL
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GROOVE, TYPICAL

SINGULAIR® BIO-KINETIC®

APPROVED SEALANT OR
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PRETREATMENT CHAMBER

SUBMERGED TRANSFER PORT

EXTENDED AERATION CHAMBER

CAST-IN-PLACE AERATION

CHAMBER TRANSFER PORT

SECTION A-A

SYSTEM DISCHARGE
(SEE DETAIL)

BIO-KINETIC® SYSTEM

FINAL CLARIFICATION CHAMBER

BIO-STATIC® SLUDGE RETURN

-
N

OUTLET END VIEW

NOTE: TOTAL SYSTEM CAPACITY: 1,300 GALLONS
RATED CAPACITY: 500 GALLONS PER DAY

SINGULAIR® AERATOR, AS TESTED AND
ACCEPTED BY NSF, OPERATING 60
MINUTES ON / 60 MINUTES OFF.

FALL THROUGH SINGULAIR® PLANT
FROM INLET INVERT TO OUTLET INVERT
IS FOUR INCHES. INLET INVERT IS
TWELVE INCHES BELOW TANK TOP.

ON DEEPER INSTALLATIONS, PRECAST
RISERS MUST BE USED TO EXTEND
AERATOR MOUNTING CASTING AND
BIO-KINETIC® SYSTEM MOUNTING
CASTING TO GRADE. INSPECTION
COVER ON PRETREATMENT CHAMBER
MUST BE DEVELOPED TO WITHIN
TWELVE INCHES OF GRADE.

TANK REINFORCED PER ACI STD. 318.

REMOVABLE COVERS ON RISERS WEIGH
IN EXCESS OF SEVENTY-FIVE POUNDS
EACH TO PREVENT UNAUTHORIZED
ACCESS.

CONTACT THE LOCAL, LICENSED
SINGULAIR® DISTRIBUTOR FOR
ELECTRICAL REQUIREMENTS.
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